
DUPLEX CORD

TALENTIS

Description

Duplex Patch Cable offers a wide range of indoor and 

outdoor fiber optic distribution, patching and consumer 

cables including Plenum, Riser and LSZH in all diameters. 

Available with a double jacket and in many different 

colors it’s suitable for many applications.

Features & Benefits

●	Duplex-2 cores      
●	Double jacket available      
●	Available in many colors

Type Zip Round

Buffer Diameter(μm) 600 900 900

Outer Diameter(mm) 1.6 1.8 2.0 3.0 2.9

Weight(kg/km) 5.2 6.0 8.0 16.0 8.2

Max. Pulling Tension(N) 400 400 400 600 600

Min. Bend 
Radius(mm)

Installation 20 times cable outer diameter

Operation 10 times cable outer diameter

Temperature
Installation - 10°C ~ + 60°C

Operation - 20°C ~ + 70°C

Technical Data

Data center & Telecommunication network

CATV, FTTH

ODFs to Wall outlets, Wall outlets to Desk

Connections between patch panels & boxes

Application

● Tight Buffered Fiber

● Strength Member

● Outer Jacket

INDOOR OPTICAL CABLE  |  02

 ※ The drawing and data appearing on this page may be subject to change or modification without any prior notice
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