
FIBER OPTIC CABLES

Description

Fiber Optic Breakout cables are constructed up to 

12, 2mm simplex cables stranded around a central 

strength element. Each simplex cable has its own 

aramid yarn strength member and jacket. These sub 

units are wrapped in a polyester tape and jacketed.

Features & Benefits

●	Optical cable intended for patching applications      
●	 Individual high strength aramid yarn strength 

members for ease of handling      
●	Light weight and compact

Fiber Counts 2 4 6 8 12

Outer Diameter(mm) 8.8 8.8 9.0 9.6 10.7

Weight(kg/km) 60 65 79 100 117

Max. Pulling Tension(N) 650 650 650 650 1300

Min. Bend 
Radius(mm)

Installation 20 times cable outer diameter

Operation 10 times cable outer diameter

Temperature
Installation - 10°C ~ + 60°C

Operation - 20°C ~ + 70°C

Technical Data

● Tight Buffered Fiber

● Aramid Yarn

● Cord Jacket

● FRP Rod

● Wrapping Tape

● Rip Cord

● Outer Jacket

Data center & Telecommunication networks

FTTH, CATV, ODFs to Wall outlets

Wall outlets to Desk, Connections to between patch panels & boxes

Application

 ※ The drawing and data appearing on this page may be subject to change or modification without any prior notice
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