
LOOSE TUBE LAP SINGLE JACKET OPTICAL CABLE

TALENTIS

Description

The Loose Tube LAP Single Jacket Optical Cable is 

designed for outdoor installation. It features multiple 

color-coded fiber strands enclosed in gel-filled loose 

tubes for moisture resistance. The tubes are stranded 

around central strength element. LAP tape around 

cable core provides additional excellent moisture 

barrier. The cable is completed with a PE jacket

Features & Benefits

●	Lightweight, flexible design ensures easy handling 	

and installation.   	   
●	UV-resistant PE jacket offers excellent outdoor 

durability.      
●	Central strength member provides mechanical 

stability and tensile strength.      
●	Outstanding mechanical and environmental 

properties

Fiber Counts Up to 72 96 120 144 288

Fiber Counts/Tube 12 12 12 12 12

Outer Diameter(mm) 11.0 11.9 13.5 14.7 17.4

Weight(kg/km) 98 118 148 180 241

Max. Pulling Tension(N) 2700

Min. Bend
Radius(mm)

Installation 20 times cable outer diameter

Operation 10 times cable outer diameter

Temperature
Installation - 30°C ~ + 60°C

Operation - 40°C ~ + 70°C

Technical Data

 ※ The drawing and data appearing on this page may be subject to change or modification without any prior notice

Long haul networking, Building interconnect

Application

● Optical Fiber

● Water Blocking Gel

● Loose Tube

● Filler

● Water Blocking Yarn

● FRP Rod

● Aluminum Tape

● Wrapping Tape

● Rip Cord

● Outer Jacket
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